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Listing of Claims: 

1. (Cancelled) 

2. (Currently Amended) The wireless device of claina [[1 ]]4 in the form of a mobile wireless 
device capable ofaccessing a wireless network. 

3. (Currently Amended) The wireless device of claim [[1]]4 in tlie fomi of a wireless access node 
for providing wireless access to wireless mobile devices and also eommunicating with other 
wireless access nodes. 

4. (Currently Amended) [[The wireless device of claim 1 further comprisinaH A wireless device 
comprising: 

a first antenna and a second antenna: 

a system for determining whethcr_oiLnQt the wireless device is either ins ide a building or 
outside a building: and 

a parameter adjuster for changing the operation of tlie wireless device based on whether 
or not the wireless device is either inside a building or outside a building; wherein, upon 
detemiining that the wireless device is inside a building, the parameter adj uster switches the 
wireless device to a first set of radio system operation parameters; and upon determining that the. 
wireless device is outside a building, the parameter adjuster switches to a second set of radio 
system operation parameters. 

5. (Original) The wireless device of claim 4, wherein the parameter adjuster switches the wireless 
device to a third set of radio system operation parameters upon failing to adequately determine 
whether or not the wireless device is either inside or outside a building. 
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6. (Origiruil) The wireless device of claim 4, wherein the parameter adjuster switches tlie wireless 
device LO a more restrictive one of the first and second set of radio system operation parameters 
upon failing to adequately determine whetlier or not the wireless device is either inside or outside 
ahuilding. 

7. (Currently Amended) The wirel ess device of claim [[1]]4, further comprising first and second 
radio modules to which the respective first and second antennas are coupled. 

8. (Original) The wireless device of claim 7 wherein the first antenna is a transit link antenna and 
the second antenna is an access link antenna, and the tlrst radio module is a transit link radio and 
the second radio module is an access link radio. 

9. (CiuTcntly Amended) [[The wireless device of claim 1 further comprtsingll A wireless device 
comprising: 

a first antenna and a second antenna; 

a svstem for determining whether or not the wireless device is eithe r inside a building or 

outside a building: 

a test signal generator operable to transmit a test signal fi:om the first antenna into the 
environment surrounding the wireless device; and 

a received test signal analyzer operable to analyze direct and/or reflected components of 
the test signal from the environment surroundmg the wireless device through the second antenna 
so as to derive at least one radio signal propagation characteristic for use in determining whether 
or not tlie wireless device is either inside a building or outside ahuilding. 

10. (Original) The wireless device of claim 9, wherein each at least one radio signal propagation 
characteristic is selected from a group consisting of delay spread, delay speed, delay distance, 
attenuation profile, amplitude slope, polarization, and Doppler shift. 

1 1 . (Original) The wireless device of claim 4, wherein the parameter adjuster operates 
automatically in response to a determination of whether or not the wireless device is either inside 
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a buildiag or oulside a building. 

12. (Currently Amended) The wireless device of claim [[1]H wherein the system for determining 
whether or not the wireless device is cither inside a building or outside a building executes 
automatical ly upon power-up of the wireless device. 

1 3. (Original) The wireless device of claim 7 operable to» prior to making a location 
determination, configure the first and second radio modules to operate with a common air 
interface. 

14. (Original) The wireless device of claim 13 wherein the first radio module operates nominally 
according to 802.11a, the second radio module operates nominally according to 802.11b, and 
wherein configuring the first and second radio modules to operate with a coimnon air interface 
comprises configuring them both to operate accordmg to only one of 802.1 la and 802 J lb* 

15 -33. (Cancelled) 
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